
Jeep 453 (Model: JEEP453)

General

SKU Jeep 453

Capacity 45 Tons GAWR and Tire Rating Determine Legal Loads

Length (Jeep Only) 29 Feet 5 Inches

Width 8 Feet 6 Inches

Compatibility Magnitude 70, 80, or 90 Class

Gooseneck

Gooseneck Design Fixed Narrow; Swing Radius 104 inches and 80 inches

Loaded Fifth Wheel Height 50 Inches

VIN Plate Bilingual VIN Plate

Registration/Document Holder Install Registration/Document Holder

Fifth Wheel Type 54 in Adjustable Slide

Deck

Deck Design Beam Design

Rear Bridge: Axles

Number of Axles 2

Axle Capacity
25,000 lb. Nominal Capacity Per Axle NOTE: GAWR Determined by Suspension Type, Brakes, Tires

and Other Components

Axle Spread 60 Inches (Between Axles)

Brakes 16.5 Inches x 7 Inches with 5.5 Inches Autoslacks - Heavy Duty Brake Drums - Outboard Mount

Dust Shield None

Rear Bridge: Suspension

Suspension Air Ride

Wheels and Tires

Wheels 8.25 x 22.5 Steel Disc - Hub-Piloted

Tires 275/70R OEM Standard

Lighting

Electrical System DOT Sealed Beams and Harness

Tail Lights 2 Tail Lights

Electrical Receptacle J560 7-Pin Connector

Paint

Paint Fontaine Black Polyurethane Enamel

Additional Options

Flip Axle None

Dust Shields on Flip Axle None
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Jeep 453

Jeep 453 Base Model (Note: Options not shown)

Detailed Specifications

https://www.fontaineheavyhaul.com/jeeps.html
jennifer.nelson
Text Box
DISCLAIMERSpecifications are believed to be correct, but may contain errors and/or omissions. Photographs are the representative of the subject equipment but may not be identical.  Equipment availability, prices and specifications are subject to change without notice.



Sales Drawing: Jeep 453




