
SERIAL NO. 5MADA3638CC022809
MODEL NO. TRAR36AA660-2012
WEIGHT 14587 lb. +/- 3%,  60 yds.

FLOOR

MATERIAL, 107 GVWR

36 ft .0 in.
102" WIDE

1/4" WITH 3/8" LAST 10'
12 W/RUBBER CUSHION RIDE

NO
NO
NO

LOAD PROFILE
LENGTH

WIDTH
FLOOR

CROSSMEMBER SPACING 
TOW MOTOR PACKAGE 

FLOOR CHAIN TIE DOWNS 
COIL RACK ANGLES 

STUB LONGITUDINALS NO
I-BEAM WIDTH 5 in. BEAM   56in.  WIDTH

C.B. FLOOR BRACING NO
NONE

FULL ACROSS
FLAP FRONT OF FRONT TIRES

NO
NO

NONE
YES

FLOOR LINER
FLAPS,  REAR AXLE

FLAPS, FRONT AXLE(S) 
LOAD LEVEL INDICATOR 

BODY HOLD DOWN 
VIBRATOR

RUBBER SEAL
WIDE STANCE 2-3/4" REAR PIN NONE

SIDES OUTSET S.S. VERTICAL PANEL
66 in.

2-1/4" SIDE PANELS

SOLID, TOTAL OF 66
0

76 1/4 in.
NONE

WALL HEIGHT
PANEL TYPE

PANEL SELECTION 
TOP RAIL OPTION 

REAR POCKET SLOPE 
REAR POCKET HEIGHT 

TARP BAR
WALL LINER NONE

BULKHEAD
8-5-285 (35-37), CUSTOM

NONE
73 1/8 in.
2 3/4 in.
NONE

RADIUS CORNERS
NO
YES

STANDARD
STD. BULKHEAD STEPS OUT (D.S.)

STD. LAST OUTSIDE ONLY

NONE

BULKHEAD & TAIL GATE
NO
YES

CORNER W/FLAPS

HOIST
REMOTE GREASE/BLEEDER 

BULKHEAD HEIGHT 
BULKHEAD TAPER 

BULKHEAD OPTIONS 
BULKHEAD TYPE 

BULKHEAD SLOPE PLATES 
LOWER BULKHEAD WRAP 

DOGHOUSE STYLE 
BULKHEAD STEPS 

DRIVER'S SIDE PANEL STEPS 
CURB SIDE PANEL STEPS 

TARP HOOKS
TARP BASKET

SHOVEL HANGER
FENDERS & DEFLECTORS 

ALUMINUM ROLL CAP NONE
LIGHTS OOO ooo OOO

GROTE L.E.D. W/ GROMMET
3 LARGE-3 SMALL-3 LARGE (FULL LIGHT PANEL)

(STANDARD) 1-1/2" FULL LIGHT SHIELD
9 EACH SIDE

1 PAIR (NON-COMBO)
NONE
1 PAIR

LIGHT TYPE
LIGHT PANEL

LIGHT SHIELD/APRON 
MARKER LIGHTS

MIDTURNS
BACK-UP LIGHTS

REAR POCKET LIGHTS 
AUXILARY CABLE (4 OR 7 WAY) NONE

GATE
67 1/8 in.

99
STANDARD (3) VOID

BALL VALVE (STANDARD)
O. S. SWING C.S. (NO GROUND CONTROL)

18"
4"
NO

NONE
NO
NO
NO

WINDERS (1) EACH SIDE

GATE HEIGHT
GATE WIDTH

GATE PANEL TYPE
GATE OPERATION

HINGE TYPE
COAL DOOR

CHUTE
DOUBLE HANDLE DOOR 

PUSHER BLOCK
1/2 ROUND (SEAL) ON GATE 

ANGLE ON TOP OF GATE 
SPREADER CHAINS 

WINDERS / SAFETY LATCH 
GATE LINER NONE

A041093
VIN: 22809



CHASSIS

MODEL TRI-AXLE

FRAME RAILS 17" ALUMINUM BEAMS W/RUBBER CUSHION RIDE
NECK STYLE NO GOOSENECK,  9.125 I.O. in. HEIGHT

REAR OVERHANG 6 in.
FRAME LENGTH 35 ft.-6 in.

FRAME  WIDTH 48  in.
PIN SETTING 0.5 KP, 18 SETTING

5th WHEEL PLATE 1/2 X 48 X 47 @ 49 IN HIGH
HOIST & MOUNT STYLE 3 X 6 X 3/8 INCH, 26 in. HOIST PIN SETTING

PIN TO AXLE SETTING 388,  20 REAR SETTING
SUSPENSION HEND. INTRAAX AA-300 TP

SPRINGS AIR
AXLE SPACING 50   in.

SUSPENSION CONTROL BALL VALVE (STANDARD)
AXLES ( 3) AXLE FOR INTRAAX ONLY

ABS 4S/2M - SINGLE POINTS - (MERITOR / WABCO)
BRAKE SHOES 7" XL, W/30-30 CHAMBERS

SLACKS STANDARD (GUNITE)
CAM GUARDS (ALL AXLES) STANDARD

TIRES (12) GENERAL S-371 11R 24.5 16 PLY

TIRE INFLATION SYSTEM NONE
RIM TYPE (PER AXLE) ACCURIDE HP 24.5X8.25 10 HOLE  2 MIL 2 POL ACCU-SHIELD

HUB AND DRUM ( 6) CAST W/STEEL HUB HP 10 STUD TP, LS, 7"
SYNTHETIC LUBRICATION NO

HUBODOMETER NONE
DUST COVERS YES
TIRE CARRIER NONE

DOLLIES (STD.) JOST A440 - 5 YEAR NO LUBE - D.S.
AIR GAUGE/SYSTEM YES, IN REAR

AIR TANKS 12" STEEL AIR TANKS (STANDARD)
TOW/PINTLE HOOKS NONE
HYD. HOSE FITTING 1" X 108" HOSE W/WING FITTING

ENCLOSURE FOR SWITCHES NONE
HYDRAULIC TANK NONE

SQUARED OFF CHASSIS REAR NO
BUMPER NONE

LIFT AXLE
TYPE NONE

NO. OF LIFT AXLES 0
LIFT KIT (0) NONE

AXLE NONE
TIRES ( 0) NONE

RIM TYPE (PER AXLE) NONE
HUB AND DRUM (0) NONE

BRAKE SHOES NONE
CONTROLS NONE
DISTANCE NONE

TARP
TARP MANUFACTURER NONE

TARP CONTROL NONE
TARP COLOR NONE

BOW HOLDERS NONE
BOWS NONE

PAINT
CHASSIS COLOR BLACK

PIN STRIPING BLACK
BOARD COLOR NONE
"MAC" LOGOS MAC BLACK

OPTIONAL SIGNS NONE
APPROVAL:

BUILD WEEK:

25000 GAWR

25k axle rating

AXLE RID HEIGHTS: REAR-17", MID-17.5", FRONT - 18"

DISCLAIMER 
Specifications are believed to be correct, but may contain errors and/or omissions. Photographs are the representative of the subject equipment but may not be identical. 

Equipment availability, prices and specifications are subject to change without notice. 




